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Linac Tunnel Smoke Exhaust Controls Description
TD80005 Rev 0

Operating Philosophy
Purpose:

1) Appropriatey energize smoke remova fans/dampers, position smoke remova dampers
and ectivate air handlersin response to

a) Recept of asgnd from the fire darm system
b) Recept of sgnd from PPS system
¢) Recapt of agna from ODH system
2) Provide manud actuation of smoke remova system from the tunnel operating screen
3) Provide operator indication that fans/dampers are operating and that dampers arein the
proper position.

Assumptions.

1) An ODH override will be implemented via placement of an additiond solenoid valve
controlled by the ODH system. No software actions are necessary in this system.

2) Hard wiring of MCCswill provide damper opening so that the damper opens when the
fan is energized and vice versa. No software actions are necessary in this system.

Operator Controls and Operating Modes

1) OFF: All fans de-energized, dl dampers closed
2) Auto:
Upon input from Fre Alarm system.
a. energize one outsde air intake and two smoke exhaust fans/dampers in the tunnd,
b. open air intake and exhaust tunndl dampers,
C. open outsde air intake damper & North wal of Front End building
Upon input from PPS
a. All fansde-energized, dl dampers closed (OFF mode)
Upon input from ODH system
b. energize one outsde air intake and two smoke exhaust fans/dampers in the tunnd,
C. open air intake and exhaust tunnel dampers,
d. openoutsde ar intake damper at North wal of Front End building

OPERATOR INTERFACE DEFINITIONS

Loca Hardware/Manua Operator Controls
1) HOA switch for tunnd intake fan/damper (HS 2201A)
2) HOA switch for tunnd exhaust farydamper 1 (HS2105A)
3) HOA switch for tunnd exhaust faydamper 2 (HS 2106A)
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4) ON/OFF switch for smoke remova (HS 2051)
5) ON/OFF switch for smoke remova (HS 2107B)
6) FAULT indicator light on MCC

7) READY indicator light on MCC

8) RUN indicator light on MCC

Software HMI/EPICS Digita Operator Controls
1) Smoke Exhaust Control
a Off
b. Auto

Software HMI/EPICS Digital Displays
1) Status of tunnd intake farydamper switch (HS 2201A)
2) Status of tunnd exhaust farYdamper 1 switch (HS 2105A)
3) Status of tunnd exhaust farydamper 2 switch (HS 2106A)
4) Statusof north wall damper switch (HS 2051 or HS2107B)
5) Tunnd inteke fan'damper status (PDS 2201)
6) Tunnd exhaus faydamper 1 status (PDS 2105)
7) Tunnd exhaudt faydamper 2 status (PDS 2106)
8) North wal damper positions (ZSL 2051, ZSH 2051)
9) Tunnd intake fan damper pogtion (ZSL 2201, ZSH 2201)
10) Tunnd exhaust fan 1 damper position (ZSL 2105, ZSH 2105)
11) Tunnd exhaust fan 2 damper postion (ZSL 2106, ZSH 2106)

Software HMI/EPICS Anaog Operator Controls
None

Software HMI/EPICS Andoqg Displays
None

Software HMI/EPICS Alarms (via EPICS Alarm Handler)
1) Systemnotin Auto
2) Recaipt of firedarm sysem signd
3) Receipt of PPS system signd
4) Receipt of ODH system sgnd
5) HOA switch for tunnd intake farydamper not in auto
6) HOA switch for exhaust farydamper 1 not in auto
7) HOA switch for exhaust fan/damper 2 not in auto

Control Logic Description

In OFF mode, the North Wall Damper is closed, the two Exhaust Fans/Dampers and Tunnel
Intake FaryDamper are de-energized, and the Tunnel Intake Fan Damper and two Exhaust Fan
Dampers are closed.
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In AUTO mode, an input from the PPSwill place the system in the OFF mode condition. An
input from the Fire Alarm System or ODH system, will energize the two Exhaust Fans/Dampers
and Tunnd Intake FaryDamper, open the Intake Fan Damper and two Exhaust Fan Dampers, and
open the North Wall Damper.
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